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CONTENDNE Vain Interface



) Main |

o
Reset/ Website / Close

Reset Reset this profile to system default.

Website :Register with Tt eSPORTS.

Close Close GUI software.

Setting :Check out device version.

LLevel. 10

cAMING
MouUsSE

Profile 1 | Profile 2

Battle

:

normal / battle mode.

°
Normal / Battle Mode T G | oeae
Click on the icon to switch to

Scroll Up Sensitivity-Up
Scroll Button Profile Switch [+]
Scroll Down Disable

Forward

Backward

lPage 105
Key Assignment

Click on each key to change its

function.

04

Profile 3

Profile / Customization

LEVEL 10M ADVANCED five profiles setting.

Create Profile Create a new profile.

Delete Profile Delete a profile.

Copy Profile Copy a profile.

Import Profile :Import a profile that has been exported.
Export Profile Export profile into a desired file.

@ @
Language Setting
Change this page to the language you
selected.

| Profile 4 | Profile 5
Page : 14
age ’
Customization Macro setting Macro Settlng
NAME Click on the icon to open macro manager.
Profile#1
T T Page : 19 °
Performance
Pedormance Click on the icon to open Level 10M
T Advanced mouse configuration.
Link to Program Page : 23
°

Light Option
Click on the icon to open Level 10M
Advanced mouse LED configuration.

Apply | Cancel | OK

Apply / Cancel OK

Link to Program
Link this profile to the program you selecte

Apply: Click on Apply after completing profile setting and for importing setting.
Cancel Click on Cancel if you wish to cancel the setting.

OK: Click on Okifter setting has been completed. %E T eSPORTS
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) Default/Disable Function

Customization olLevel 10M Advanc8uttons
Each Level 10M Advance button can be customized to your preferred key.

Default Setting Step :

Click on Oléfter setting has been completed ande default button function

Key Assignment

Default

06

Disable Setting Step :

Click on Olgfter setting has been completed and udese button function.

Key Assignment

Disable

Cancel

' esSPORTS
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2 T Key Function

INENEN
Setting Step One : Setting Step Two :
Choose a macro to assign. Choose a repeat function.

Key Assignment Key Assignment

Assign macro Assign macro
Macro1
NewMacro

Cancel

Macro1

Once
Multiple Times
When Press & Hold
Until Press Next Time

Setting Step Three :

Click on Olgfter setting has been completed.

Key Assignment

Assign macro

Macro1

Cancel

07
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) Single Key Function

Mouse Function Setting Step :
Choose one mouse function and click on OK after setting has

been completed.

Key Assignment

Single Key

__' Mouse function

Backward
Click
Right Button
Scroll Button
Double Click
Backward
Forward
Scroll Up
Scroll Down

Keyboard Key Setting Step :

Input keyboard key in assign item and click on OK after setting has

been completed.

Key Assignment

Single Key
Mouse function

Backward

| Keyboard function

Current

Assign

Cancel

08

Key Assignment

Keyboard Function Setting Step :
Choose one keyboard function and click on OK after setting has
been completed.

Single Key

= Mouse function

Backward

__' Keyboard function

Right Ammow
Left Ammow
Down Arrow
Up Armow

Web Browser Home OK

Web Browser refresh

' eSPORTS
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20 Sensitivity Function s

Temporary Setting Step :

Set temporary DPI to desired level and click on OK after setting has

Sensitivity Setting Step :
Choose one sensitivity function and click on OK after setting has
been completed.

been completed.

Key Assignment Key Assignment

Sensitivity Sensitivity

Level up Temporary

Temporary
Level up
Level down
0On the fly

77 Enable x-v Axis

Rotate [+]

Rotate [-] |
Cancel Cancel

On The Fly Setting Step :

Set on the fly DPI to desired level and click on OK after setting has
been completed.
Key Assignment

Sensitivity

On the fly

Level Setting

Cancel

' esSPORTS
By Thermaltake

09



#) Launch Program Functioh s

Launch Program Setting Step One : Launch Program Setting Step Two :

: : Choose one executable file and click on the open icon.
Click on the launch program icon. P
B open X
Key Assignment « « 4 | > ThisPC > Desktop » Diabloll v @] | SearchDiablo p
Organize = New folder =~ O @
Launch Program . ~
1 Thie e Name Type
[ Desktop Bnet File folder
| Documents Data File folder
3 Downloods InspectarReparter File folder
Logs File folder
Jj NTUSIC i Diablo Il Launcher Application
=] Pictures Diablo Il et
Launch Program [ videos
i DATA (C)
- Acer (D)
¥ Network
»& Homegroup
I R v £ >
Cancel File name: | Diablo | [ExeFie ¢.axe) v

Launch Program Setting Step Three :

Click on OK after setting has been completed.

Key Assignment

Launch Program

Launch Program

Cancel

' esSPORTS
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2 Profile Switch Function e

ENENEN
Profile Switch[+] Setting Step : Profile Switchf] Setting Step :
Click on OK after setting has been completed and use forward Click on OK after setting has been completed and use backward

profile switch. profile switch.

Key Assignment Key Assignment

Profile Switch [+] Profile Switch [-]

Cancel

' esSPORTS
1 1 By Thermaltake
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) Macro | /S

(11111
Page : 15
—9 ® @ ®
Macro Manager Macro Record Setting
New :Create a new macro. Delay Time Auto DetectingAuto detect keyboard input delay time.
Delete: Delete macro. Default Delay Time Keyboard input fixed delay time.
Copy :Copy macro to new macro. Ignore Delay TimeKeyboard input no delay time.
Import : Load macro that has been exported.
Export: Save macro into a file.
Macro Setting
Macro Name
Macro1 Macro1
N Delets C ¢ °
—_— " - R Record Macro Manager
) 200ms Record :Start recording macro.
— [T m—— o o Stop: Stop recording macro.
7 Detautt Delay Time | 10 | ms $ ) Goms Delete :Delete key in record macro timeline.
1 ignore Delay Time € O0ms Insert :Insert key in record macro timeline.
Insert
Key Before This _
Record 9 O
| BESIEAnsEs Stop Record Macro Timeline

Defaull Deay Time | 10| To check the programmed macros.

[™7 Ignore Delay Time

Cancel

Page : 17

° °
Insert Record Apply / Cancel /OK

Can choose insert from : key before this, key after this, Apply :Click on apply after completing macro setting and for importing setting.
delay time before this, delay time after this. Cancet Click on cancel if you wish to cancel the setting.

OK :Click on OK after setting has been completed. .
13 %%E T o rerhrivaks
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) Macro Record Function

Macro Manager

Macro manager allows you to create , delete , delay time setting and insert setting a macro.

Macro Record Setting Step One :

Create a new macro.

Macro Setting

Macro Name

NewMacro

New Delete

Import Export

[ Detay Time Auto-Dectecting
=7 pefaunt Delay Time | 10 | ms

[T 1gnore Delay Time

15

NewMacro

Copy

Record

Delete

Key

Cancel

Macro Record Setting Step Two :

Rename the macro and press the enter key.

Macro Setiing

Delay Time

New Delete Key

Import Export

[ Detay Time Auto-Dectecting
[ Defaurt Delay Time | 10 |ms

[T 1gnore Delay Time

Macro Name Record

NewMacro Delete

Cancel

Delay Time

T
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2 Macro Record Functioh s

Macro Record Setting Step Three : Macro Record Setting Step Four :
Choose one delay time function. Click on the record icon and start recording keyboard or mouse keys.

Macro Setting Macro Setting

Macro Name Record CEED (e Record
€SGO - e W —— e €SGO Delete

New Delete Key Delay Time New Key Delay Time

Import Export Import

[ Delay Time Auto-Dectecting Delay Time Auto-Dectecting
|77 Default Delay Time [ 10 | ms Defautt Delay Time | 10 | ms

[ ignore Delay Time Ignore Delay Time

Cancel Ccancel

Macro Record Setting Step Five : Macro Record Setting Step Six :
Click on the stop icon and stop recording keyboard or mouse keys. Click on apply after setting has been completed.

Macro Setting Macro Setting

Macro Name Macro Name Record

€SGO ™ Deee CSGO T Deete

New Delete Detay Time New Delete Key Detay Time

Import Export = ms. Import Export

[T Delay Time Auto-Dectecting Delay Time Auto-Dectecting

Default Delay Time | 10 | ms [T pefautt Detay Time [ 10 | ms

1 Ignore Delay Time - ms. 1 ignore Delay Time

Cancel Cancel

' esSPORTS
16 By Thermaltake



) Macro Insert Function

Macro Insert Setting Step One :
Click on the insert icon.

Macro Setting

Macro Name Record
cseo Delete
New Delete Key

Impo; Export

|77 Delay Time Auto-Dectecti
|77 Default Delay Time | 10 | ms

[ 1gnore Detay Time

Insert

Key Before This
Record

[77 Delay Time Auto-Dectecting Stop
Default Delay Tme | 10 |ms

Ignore Delay Time Cancel

Cancel

Macro Insert Setting Step Three
Choose one delay function.

Macro Setting

Macro Name: Record

cseo Delete

New Delete Key

Import Export

[ Delay Time Auto-Dectecting
|77 perautt Detay Time [ 10 | ms

[ 1gnore Detay Time

Insert

Key After This
Record

[71 Delay Time Auto-Dectecting Stop

["7 Defautt Detay Tme | 10 |ms

Ignore Delay Time Cancel

Cancel

17

Delay Time
oms
oms
oms
oms
Oms
Oms

Delay Time
oms
oms
oms
oms
oms
oms

Macro Insert Setting Step Two :
Choose one insert function.

Macro Setting

Macro Name: Record

00 Delete:

New Delete Key Detay Time

Import Export Oms.
oms

— - oms
Delay Time Auto-Dectecting oms

[ perautt Detay Time [ 10 . Oms
" Ignore Delay Time oms

Insert
Key Before This
Key Before This
Key Afer This
Delay Time Before This

Delay Time After This
Cancel

Cancel

Macro Insert Setting Step Four :
Click on the record icon and start recording insert keys.

Macro Setting

Macro Name T Recoa
cseo Delete
New Delete Key Detay Time

15870ms
110ms

Import Export

. oms

Delay Time Auto-Dectecting oms
oms
ignore Delay Time Oms
Oms

BODOODDD

-
[T Defautt Detay Time [ 10 | ms -

-

-

- oms
insert

Key After This
Record

Detay Time Auto-Dectecting Stop
[77 Defautt Detay Time | 10 |ms

Ignore Delay Time Cancel

Cancel

esSPORTS
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2 Macro Insert Function s

Macro Insert Setting Step Five : Macro Insert Setting Step Six :

Click on the stop icon and stop recording insert keys. Click on apply after setting has been completed.

Macro Setting Macro Setiing

Macro Name Macro Name

CSGO CSGO

New Delete Detay Time New Delete Detay Time

15870ms
110ms.

Oms Import Export
Oms.

Import Export

Oms .
Oms. Delay Time Auto-Dectecting

Oms

[T Detay Time Auto-Dectecting Oms

[77 Defautt Delay Time | 10 ms Oms [T perautt Delay Time | 10 | ms Oms

(X2 X.F X .]

Oms

[ 1gnore Delay Time Oms [ 1gnore Delay Time

Oms

0000000,
‘'Y XXX X X X

Oms
Insert Insert

Key After This Key After This

Record Record
i Delay Time Auto-Dectecting Stop t Delay Time Auto-Dectecting Stop
[ Default Delay Tme [ 10 |ms [T Default Delay Time [ 10 |ms

= Ignore Delay Time =) Ignore Delay Time

Cancel Cancel

Cancel Cancel

18 1'1‘;%?59.,'3;22
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) Performance Interface

l Performance
0
DPI Level Level 4
Enable or disable 14 DPI level.
LEVEL 3
l
’ L S —

Lift-Off Control
If you wish to stop any movement as soon as t
mouse is lifted from the tracking surface, the-li
off function can be applied to force the mouse [ Enable x-v Axis

sensor to stop tracking.
BLift-off Control (Adjustment) @ Angle Snapping

l L J : ' @ Button Response Time
Polllng Rate BPolling rate (Hz)
A higher polling rate could decrease the lag S——
that occurs between when you move your
mouse and when the movement shows up o

Apply Cancel

@ @
Sensor Setting
Enable or disable sensor function.

DPI Setting
Set 1- 4 DPI level and XY axis DPI.

°
Angle Snapping

Straight line correction function corrects the
mouse's path or track to straight.

Button Response Time
Set button trigger response time.

your screen.

Apply / Cancel /OK

Apply :Click on apply after completing performance setting and for importing setting.

Cancel Click on cancel if you wish to cancel the setting.
OK :Click on OK after setting has been completed.

20
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2) Light Option Interface)

22

Light Area

Three light area for you to select and customize.

Light Option

® Page : 24

Light Mode

Four light modes for you to select and customize.

“Static | [~ Pulse Spectrum Running _

Brightness 1 se— 10
Speediness 1 |m— 10
Sleep Mode: min

Color Control Custom

b o> Time: 2 sec »

TS 00

R : 2] (0"255)
G: 33 (0"255)
8 - Jprg (0™255)

Color Code -

* I

Cancel /OK

Cancet Click on cancel if you wish to cancel the setting.
OK :Click on OK after setting has been completed.

°

Light Effect

Brightness High brightness(10) / low brightness(1).

Speediness High speediness(1) / low speediness(10).

Sleep Mode Shuts backlight after time limit has
expired.

Color Control

There are two ways to pick a color :
1.Type(6255, 6255, 6255).

2.Type color code.

, eSPORTS
By Thermaltake
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) Static Function &

INEEEE
Static Setting Step One : Static Setting Step Two :

Choose one light area. Click on the static icon.

Light Option

Light Option

TTof “Static " Pulse Spectrum Running TTof “Static " Pulse Spectrum Running
BrGhtNess 1 se—— 10 BrGhtness 1 se—— 10

Sleep Mode min

Sleep Mode min

Color Control Color Control

GH 255 [CREED)
G: [l o255
8. g3 (0"255)

R Bl (07255)
N o [
8. B33 (0"255)

I Color Code
Bl FrooFF

Color Code

+ I

Static Setting Step Three : Static Function Step Four :
Select 0 to 255 for the colors you desire. Click on OK after setting has been completed.

Light Option Light Option

Off Static Pulse Spectrum Running Tow TSwtic | " Pulse Spectrum Running

Brightness 1 se— 10 Brightness 1 se— 10

Sleep Mode: min

Sleep Mode: min

Color Control

R [l (07255)
G Il o255
8. [l (0"255)

Color Code

] oo |

Color Control

R: [l (07255
G: o255
8. Il (07255

Color Code

q o |

) 8
' eSPORTS
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) Pulse Function

25

Pulse Setting Step One :
Choose one light area.
Light Option
Brightness 1 se— 10

Speediness 1 | m— 10
Sleep Mode: min

Color Control " “Custom |

MDD Time: 2 sec I

_ TS

R 2l (0"255)
G JEEl (0"255)
B. gy (0"255)

Color Code

il Foo |

Pulse Setting Step Three :
Click on the custom icon.
Light Option
Brightness 1 se— 10

Speediness 1 | — ] 0
Sleep Mode: min

Color Control Custom

23 Time: 2 sec 2D

TS

R 2l (0"255)
G- g (0"255)
B (0*255)

Color Code -

*

INEEEE
Pulse Setting Step Two :

Click on the pulse icon.
Light Option
Safic | |_Pube | Specirum Running
Brightness 1 se— 10

Speediness 1 | s— 10
Sleep Mode: min

Color Control y " Custom |

MDD Time: 2 sec I

_ TS

R 2l (0"255)
G: 3 (07255)
8. gy (0"255)

Color Code

* R

Pulse Setting Step Four :

Click on the add stops icon.(most 8 stops , least 1 stops)

Light Option
ToR " Static " Pulse Spectrum Running
Brightness 1

Speediness 1 ||
Sleep Mode: min

Color Control Default

2 Time: 6 sec 2D

L = am 21

"Add stops " Del stops

R BN (0"255)
G il 0255
B gy 0255

Color Code -

il 350070 |

) 8
' eSPORTS
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) Pulse Function

Pulse Setting Step Five :
Choose one stops icon.

Light Option

o 7 Smtic Pulse Spectrum Running
Brightness 1

Speediness 1 |
Sleep Mode min

Color Control Default

PO o> Time: 6 sec

L = T 1

Add stops Del stops

R Bl (07255)
G : il (0"255)
B ) (07255)
Color Code

il 350070 |

Pulse Setting Step Seven :

Select desired high/low for brightness and/or speediness.

Light Option
TTof | (" Swhc | Pulse Spectrum Running
BrGhiNESs 1 me— 10
Speediness 1 | —— ] (.
Sleep Mode: min
Color Control Defautt

2> Time: 6 sec 2D

[ = am 21

TAdd stops T 7Del stops

R B (0"255)
G- [l (0"255)
B (07255)

Color Code -

il 350070 |

Pulse Setting Step Six :

Select 0 to 255 for the colors you desire.

Light Option

o 7 Smtic Pulse Spectrum Running

Brightness 1
Speediness 1 |
Sleep Mode: min

Color Control Default

b o> Time: 6 sec

Add stops Del stops

R Bl (0"255)
G: il (0"255)
B. ) (07255)

| Color Code
hdl 3500FD

Pulse Setting Step Eight :

Click on OK after setting has been completed.

Light Option

o " Satic " Pulse Spectrum Running
Brightness 1
Speediness 1 |
Sleep Mode: min

Color Control Default

23 Time: 6 sec

L = @ 21

“Addstops | (" Delstops

R [E) (07255)
G: il ©0"255)
B. I (07255)

I Color Code
kil 3500FD

) 8
' eSPORTS
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) Spectrum Running Function Challenger 1s The Candgg

ENENER
Spectrum Running Setting Step One : Spectrum Running Setting Step Two :
Choose one light area. Click on the spectrum running icon.
—
Spectrum Running Setting Step Three : Spectrum Running Setting Step Four :
Select desired high/low for brightness and/or speediness. Click on OK after setting has been completed.
—
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